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Forest-Multiply ® Birch

Plywood board entirely composed by unrolled sheets of
European birch. Sheets are glued with phenol formaldehyde
glue (WBP) NON - soluble in water, therefore boards can
bear cycles of 72h into boiling water without coming
unstuck.
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Main uses
Manufacturing of molds
Wagons (in fireproof configuration)
Pavements
Sheets by thickness
3 4 6 65 9 12 15 18 21 24 27 30 35 40
3 3 5 5 7 9 11 13 15 17 19 21 23 25
Thickness (mm) Dimensions (mm)
From 6 until 125 From 2440 *1220 until 4000¥2050
Characteristics
Unit Values
Density Kg/m? 650 + 50
- . Longitudinal >9.500 MPa
Hlasticity unit Transverse >8.200 MPa
: - Longitudinal >90 MPa
Resistance to elasticity Transverse ~78 MPa
F1

Formaldehyde emissions

Resistance to unstuck MPa
Absortion of water at 20° %
Resistance to unstuck by traction N

Reaction to fire

Resistance to uprooting screws daN
Acoustic isolation dBA
Determination of combustion heat Mj/Kg

* Indicated data are based on tests realised in independent laboratories.

* These data are based on core and sheets specific thickness, therefore it may be interpreted as guidance.

$ Only under special requirements.
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FSC

www.fsc.org

Standards

UNE-EN 323
UNE-EN 310
UNE-EN 310
UNE-EN 310
UNE-EN 310
EN717-2

93120

UNE-EN ISO 178
UNE-EN SO 62

ASTm C 297

UNE 13501-1

UNE-EN 45545-2:2013
UNE EN 23727

cma

UNE-EN 13446
UNE-EN ISO 140-3
UNE-ENISO 1716



